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Technical Data GFX 7L
Ratio 1:1

RPM Max 10,000
Max axial load N 120

Torque Nm 5
Weight Kg. 4.3
Collet mm ER11 1mm-7mm
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Taper Model Collet
System

A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT40 GFX07L ER11 215 35 65 7 M6 10,000 4.3  381302S 
CAT50 GFX07L ER11 215 35 80 7 M6 10,000 4.3  381304S 
BT40 GFX07L ER11 215 35 65 7 M6 10,000 4.3  381306S 
BT50 GFX07L ER11 221 41 80 7 M6 10,000 4.3  381308S 

HSK63 GFX07L ER11 222 42 65 7 M6 10,000 4.3  381310S 
HSK100 GFX07L ER11 225 45 80 7 M6 10,000 4.3  381312S 

Standard Features & Equipment Included:

• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

• Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

Direction of rotation is opposite 
to the machine spindle

GFX07L ER11 Long Fixed 90° Right Angle Heads

GFX07L

ATC SeriesANGLE HEADS



Angle Heads & Driven Tools
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Technical Data GFX10L
Ratio 1:1

RPM Max 10,000
Max axial load N 250

Torque Nm 10
Weight Kg. 4.3
Collet mm ER16 1mm-10mm

Taper Model Collet
System

A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT40 GFX10 ER16 150 35 65 10 M8 10,000 4.3  381020S 
CAT50 GFX10 ER16 150 35 80 10 M8 10,000 4.3  381022S 
BT40 GFX10 ER16 150 35 65 10 M8 10,000 4.3  381024S 
BT50 GFX10 ER16 156 41 80 10 M8 10,000 4.3  381026S 

HSK63 GFX10 ER16 157 42 65 10 M8 10,000 4.3  381028S 
HSK100 GFX10 ER16 160 45 80 10 M8 10,000 4.3  381030S 

Standard Features & Equipment Included:
• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

• Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

GFX10 ER16 Fixed 90° Right Angle Heads Direction of rotation is opposite 
to the machine spindle

GFX10

ATC SeriesANGLE HEADS
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Technical Data GFX10L
Ratio 1:1

RPM Max 10,000
Max axial load N 250

Torque Nm 10
Weight Kg. 5.2
Collet mm ER16 1mm-10mm

Taper Model Collet
System

A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT40 GFX10L ER16 225 35 65 10 M8 10,000 5.2  381320S 
CAT50 GFX10L ER16 225 35 80 10 M8 10,000 5.2  381322S 
BT40 GFX10L ER16 225 35 65 10 M8 10,000 5.2  381324S 
BT50 GFX10L ER16 231 41 80 10 M8 10,000 5.2  381326S 

HSK63 GFX10L ER16 232 42 65 10 M8 10,000 5.2  381328S 
HSK100 GFX10L ER16 235 45 80 10 M8 10,000 5.2  381330S 

Standard Features & Equipment Included:
• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

• Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

GFX10L ER 16 Long Fixed 90° Right Angle Heads Direction of rotation is opposite 
to the machine spindle

GFX10L

ATC SeriesANGLE HEADS



Angle Heads & Driven Tools

8 TOOLING YOUR WORLD.
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Technical Data GFX16
Ratio 1:1

RPM Max 8,000
Max axial load N 510

Torque Nm 24
Weight Kg. 5.4
Collet mm ER25 2mm-16mm

Taper Model System
Collet

A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT40 GFX16 ER25 150 35 65 16 M12 8,000 5.4  381100S 
CAT50 GFX16 ER25 150 35 80 16 M12 8,000 5.4  381102S 
BT40 GFX16 ER25 150 35 65 16 M12 8,000 5.4  381104S 
BT50 GFX16 ER25 156 41 80 16 M12 8,000 5.4  381106S 

HSK63 GFX16 ER25 157 42 65 16 M12 8,000 5.4  381108S 
HSK100 GFX16 ER25 160 45 80 16 M12 8,000 5.4  381110S 

Standard Features & Equipment Included:
• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

• Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

Direction of rotation is the 
same as the machine spindle

GFX16 ER25 Fixed 90° Right Angle Heads

GFX16

ATC SeriesANGLE HEADS
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Technical Data GFX16L
Ratio 1:1

RPM Max 8,000
Max axial load N 510

Torque Nm 24
Weight Kg. 6.7
Collet mm ER25 2mm-16mm

Taper Model Collet
System

A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT40 GFX16L ER25 220 35 65 16 M12 8,000 6.7  381400S 
CAT50 GFX16L ER25 220 35 80 16 M12 8,000 6.7  381402S 
BT40 GFX16L ER25 220 35 65 16 M12 8,000 6.7  381404S 
BT50 GFX16L ER25 226 41 80 16 M12 8,000 6.7  381406S 

HSK63 GFX16L ER25 227 42 65 16 M12 8,000 6.7  381408S 
HSK100 GFX16L ER25 230 45 80 16 M12 8,000 6.7  381410S 

Standard Features & Equipment Included:
• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

• Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

Direction of rotation is the 
same as the machine spindle

GFX16L ER25 Long Fixed 90° Right Angle Heads

GFX16L

ATC SeriesANGLE HEADS



Angle Heads & Driven Tools
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Technical Data GFX20
Ratio 1:1

RPM Max 4,000
Max axial load N 1250

Torque Nm 40
Weight Kg. 11
Collet mm ER32 2.5mm-20mm

Taper Model Collet
System

A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT50 GFX20 ER32 160 35 80 20 M16 4,000 11  381148S 

Standard Features & Equipment Included:
• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

• Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

GFX20 ER32 Fixed 90° Right Angle Head
Direction of rotation is the 
same as the machine spindle

GFX20

ATC SeriesANGLE HEADS
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Technical Data GFX20L
Ratio 1:1

RPM Max 4,000
Max axial load N 1250

Torque Nm 40
Weight Kg. 13.8
Collet mm ER32 2.5mm-20mm

Taper Model Collet
System

A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT50 GFX20L ER32 240 35 80 20 M16 4,000 13.8  381448S 

Standard Features & Equipment Included:
• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

• Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

GFX20L ER32 Long Fixed 90° Right Angle Head Direction of rotation is the 
same as the machine spindle

GFX20L

ATC SeriesANGLE HEADS



Angle Heads & Driven Tools
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Technical Data GFX S40
Ratio 1:1

RPM Max 4,000
Max axial load N 1800

Torque Nm 140
Weight Kg. 22

Drill / Tap mm 26mm/M20

Taper Model A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT50 GFX S40 190 35 110 26 M20 4,000 22  381121S 
BT50 GFX S40 196 41 110 26 M20 4,000 22  381123S 

HSK100 GFX S40 200 45 110 26 M20 4,000 22  381125S 

Standard Features & Equipment Included:
• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

•  Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

GFX S40 Fixed 90° Right Angle Heads Direction of rotation is the 
same as the machine spindle

GFXS40

ATC SeriesANGLE HEADS
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Technical Data GPV13
Ratio 1:1

RPM Max 4,000
Max axial load N 450

Torque Nm 6
Weight Kg. 4.2
Collet mm ER20 1mm-13mm

Taper Model Collet
System

A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT40 GPV13 ER20 130 35 65 13 M10 4,000 4.2  381198S 
CAT50 GPV13 ER20 130 35 80 13 M10 4,000 4.2  381200S 
BT40 GPV13 ER20 130 35 65 13 M10 4,000 4.2  381202S 
BT50 GPV13 ER20 136 41 80 13 M10 4,000 4.2  381204S 

HSK63 GPV13 ER20 137 42 65 13 M10 4,000 4.2  381206S 
HSK100 GPV13 ER20 140 45 80 13 M10 4,000 4.2  381208S 

Standard Features & Equipment Included:
• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

• Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

GPV13 ER 20 Pivoting Angle Heads Direction of rotation is opposite 
to the machine spindle

GPV13

ATC SeriesANGLE HEADS



Angle Heads & Driven Tools
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Technical Data GPV16
Ratio 1:1

RPM Max 4,000
Max axial load N 480

Torque Nm 18
Weight Kg. 6.8
Collet mm ER25 2mm-16mm

Taper Model Collet
System

A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT40 GPV16 ER25 150 35 65 16 M12 4,000 6.8  381270S 
CAT50 GPV16 ER25 150 35 80 16 M12 4,000 6.8  381272S 
BT40 GPV16 ER25 150 35 65 16 M12 4,000 6.8  381274S 
BT50 GPV16 ER25 156 41 80 16 M12 4,000 6.8  381276S 

HSK63 GPV16 ER25 157 42 65 16 M12 4,000 6.8  381278S 
HSK100 GPV16 ER25 160 45 80 16 M12 4,000 6.8  381280S 

Standard Features & Equipment Included:
• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

• Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

GPV16 ER25 Pivoting Angle Heads Direction of rotation is opposite 
to the machine spindle

GPV16

ATC SeriesANGLE HEADS
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Technical Data GPV20
Ratio 1:1

RPM Max 4,000
Max axial load N 715

Torque Nm 32
Weight Kg. 13
Collet mm ER32 3mm-20mm

Taper Model Collet
System

A
(mm)

B
(mm)

H
(mm)

End Mill &
Drill Cap. (mm)

Tap Size 
Capacity

Max
RPM

Weight
(Kg.) Code No.

CAT50 GPV20 ER32 160 35 80 20 M16 4,000 13  381150S 
BT50 GPV20 ER32 166 41 80 20 M16 4,000 13  381154S 

HSK100 GPV20 ER32 170 45 80 20 M16 4,000 13  381158S 

Standard Features & Equipment Included:
• Internal coolant from positioning pin

• Internal air pressure

• Retaining block

• Wrenches

• Grease tube

• Instruction book and Inspection report

Other tapers available, please inquire.
* For Haas machines please contact Customer Service

GPV20 ER32 Pivoting Angle Heads
Direction of rotation is opposite 
to the machine spindle

GPV20

ATC SeriesANGLE HEADS



Sowa Tool & Machine Co. Ltd.
Canadian Headquarters
500 Manitou Drive, Kitchener, ON, N2C 1L3

US Headquarters
101-137 Overhill Drive, Mooresville, NC 28117

Sowa Tool’s exclusive line of European 
universal boring and facing heads offer 

superior accuracy and precision for all your 
facing and boring applications. They feature 
an easy-to-adjust design, durable castings, 

and precision spindle bearings 
for a consistently accurate fi nish.

 Sowa Tool’s exclusive line of general-
purpose live centres with its roots in 

European quality that deliver excellent 
accuracy, rigidity, and durability at a price 

point that suits most budgets. Sowa carries 
a wide range of in-stock standard models to 

suit most common turning applications.

Sowa’s family of metrology solutions 
deliver absolute confi dence born from 

its European engineering, and each tool 
beginning its journey in our ISO 17025 
accredited labs. This premium heritage 
product priced at a non-premium price, 

delivers signifi cant value for your money.

Sowa Tool’s premium brand delivers 
top-tier quality and performance that rivals 

or exceeds the best in the world. These 
products offer premium features and 

dependability, at shockingly affordable prices, 
making them an ideal choice for applications 

where accuracy and speed matter most.

With our Sowa branded tools, we bring to 
our customers high performance cutting 

tools engineered to deliver superior tool life, 
machining effi ciency & quality while still 
offering maximum value for your money.

Our approach to this brand ensures that 
our customers receive the best value for their 
investment by delivering a broad assortment 

of cutting tools at an exceptional value. 
These tools typically apply to less demanding 
applications seen on the standard shop fl oor 
where the cost of the tool has the greatest 

infl uence on the selection process.

At Sowa Tool & Machine 
we understand the needs of machining processes, 
and our extensive product lines offer a comprehensive solution. Our goal is to provide customers with the 
cost benefi ts of a single-source supplier, while remaining committed to delivering the highest quality products.

Ask for them by name!

Shop Online:
www.SowaTool.ca

sales@sowatool.com
TF: 1-800-265-8221

's complete line of metalworking solutions


